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1160
Hoftrac

Technical specifications

 Standard Outfitting example 1 Outfitting example 2 Outfitting example 3

Engine data
Manufacturer Perkins Perkins Perkins Perkins

Engine type 403 D-11 403 D-15 403 D-15 403 D-15

Cylinders 3 3 3 3

Engine performance (max.)  kW
(hp)

17,9 ( 24 ) 23,4 ( 32 ) 23,4 ( 32 ) 23,4 ( 32 )

at rpm (max.)  rpm 2.800 2.600 2.600 2.600

Cubic capacity  cm³ 1.131 1.496 1.496 1.496

Cooling system Water Water Water Water

Electric motor

Battery Standard

Battery Optional
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 Standard Outfitting example 1 Outfitting example 2 Outfitting example 3

Electrical system
Operating voltage  V 12 12 12 12

Battery  Ah 77 77 77 77

Alternator  A 40 65 65 65

Weights
Operating weight (standard)  kg 1.910 2.060 2.150 2.250

Lift force (max.)  daN 2.170 2.170 2.170 2.170

Tipping load with bucket - machine
straight  kg

905 994 1.144 / 1.285* 1330*

Tipping load with bucket - machine
articulated  kg

660 727 882 / 994* 1087*

Tipping load with pallet fork -
machine straight  kg

718 792 934 / 1.048* 1095*

Tipping load with pallet fork -
machine articulated  kg

521 576 721 / 808* 885*

Vehicle data
Axle (optional) K80 (T80, T94) T80 T94 T80

Cab (optional) FSD (eps) FSD (eps) FSD (eps) Cab

Ground speed (optional) km/h 0 - 13 (20, 30) 0 - 20 0 - 20 (30*) 0 - 20 (30*)

Speed stages (optional) 1 (2*) 2 2 2

Fuel tank capacity  l 20 20 20 20

Hydraulic oil tank capacity  l 20 20 20 20

Hydraulic system
External services - Operating
pressure  bar

305 305 450 450

Steering hydraulics - Oil flow  l/min 30,8 30,8 36,4 36,4

Steering hydraulics - Operating
pressure  bar

225 225 225 225

Drive
Type of drive Hydrostatic Hydrostatic Hydrostatic Hydrostatic

Traction drive Oil engine Universal joint shaft Universal joint shaft Universal joint shaft

Noise values
Average sound power level LwA 
dB(A)

98,8 98,4 98,4 98,4

Guaranteed sound power level
LwA  dB(A)

101 101 101 101
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 Standard Outfitting example 1 Outfitting example 2 Outfitting example 3

Specified sound pressure level LpA 
dB(A)

85 84 84 0
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Dimensions

Standard tyres 10.0 / 75 - 15.3 AS ET10  

A Total length 3.983 mm

B Total length (without bucket) 3.005 mm

C Axle middle to bucket pivot pin 508 mm

D Wheelbase 1.468 mm

E Rear overhang 917 mm

F Height to top of overhead guard fixed 2.237 mm

Height to top of overhead guard foldable (eps) 2.341 mm

Height to top of overhead guard foldable, folded (eps) 1.928 mm
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Height to top of cabin  

H Seat top height 1.273 mm

J Total working height 3.423 mm

K Height of bucket pivot (max.) 2.740 mm

L Load-over height 2.421 mm

M Dumping height 1.799 mm

N Operating distance for M 498 mm

O Digging depth 97 mm

P Total width 1.044 mm

Q Track width 780 mm

S Ground clearance 255 mm

T Maximum radius external 2.592 mm

U Radius at the outer edge 2.138 mm

V Inside turning radius 1.017 mm

W Inclination angle 50 °

X Rollback angle at max. lifting height 50 °

Y Dumping angle (max.) (max.) 40 °

Z Rollback angle (on the ground) 49 °
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Standard features
Motor

Perkins 403 D-11 (17,9 kW / 24 PS)●

Antrieb

Kompaktachse K80●

Fahrautomatik über Ölmotore an den Achsen, Fahrtrichtung wählbar über Joystick●

Betriebsbremse: Hydrostatischer Fahrantrieb auf alle 4 Räder wirkend (verschleißfrei)●

Zentrale Betriebs- und Feststellbremse im Antriebsstrang auf alle 4 Räder wirkend●

Bereifung 10.0 / 75 - 15.3 AS ET10●

Lenkung

Hydraulische Knick- Pendellenkung, 12° Pendelwinkel●

Hydraulik

3. Steuerkreis vorn DN10●

Hydraulikölkühler●

Arretierung für Steuerventil●

Schwimmstellung für Hub- und Kippzylinder●

Fahrerstand

Fahrerschutzdach mit Rückhaltesystem ROPS/FOPS geprüft, Fahrerstand seitlich kippbar●

Komfortsitz mit Sicherheitsgurt voll gefedert, Gewichts-, Rücken- und Längsverstellung, 60mm Federweg●

Joystick mit Fahrtrichtungsschalter●

Sonstiges

Arbeitsscheinwerfer (2 vorn, 1 hinten)●

Betriebsstundenzähler●

Batterietrennschalter●

Kraftstoffanzeige●

mechanisches Schnellwechselsystem für Anbauwerkzeuge●
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Options
Motor

Perkins 403 D-15 (23,4 kW / 32 PS)●

Motorvorwärmung●

Fahrerstand

Armlehne rechts●

eps (Easy Protection System) - klappbares Fahrerschutzdach●

Kabine●

Verstellbare Lenksäule●

Luftgefederter Komfortsitz●

Beleuchtung

Arbeitsscheinwerfer an Ladeschwinge●

Beleuchtung nach StVZO●

Rundumkennleuchte●

Achsen / Antrieb

T80 inkl. Verteilergetriebe und Gelenkwelle●

T94 inkl. Verteilergetriebe und Gelenkwelle (Hochdruckfahrantrieb)●

100% Differentialsperre (nur bei Achse T80 und T94)●

Spurverbreiterung (30mm)●

Geschwindigkeitserhöhung auf 30 km/h●

Hydraulik

Druckloser Rücklauf (vorn)●

3. Steuerkreis vorn DN12●

3. Steuerkreis komfort●

4. Steuerkreis komfort●

High Flow einfachwirkend (65 l/min)●

Steckkupplung Faster (Maschinen- oder Anbauwerkzeugeseitig)●

Raste für Steuerhebel (einfach / doppelt)●

Hydraulikanschluss hinten (einfach- oder doppeltwirkend)●

Elektroanschlüsse

Steckdose vorn, 3 oder 7-polig (einfache oder doppelte Funktion)●

Steckdose Heckanbauwerkzeuge, 7-polig●

Sonstiges

Hohe Hubhöhe●

Hydraulisches Schnellwechselsystem für Anbauwerkzeuge●

Ballastgewicht (Bodenplatte)●

Gussheckgewicht●

Rückfahrwarneinrichtung●

Senkbremsventil●

Kombitasche mit Warndreieck und Verbandkasten●
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Schaufelstandanzeige●

Selbstbergekupplung●

Werkzeugbox●

TÜ Gutachten●

Zentralschmieranlage●

Sonderlackierung●

Please note
that product availability can vary from country to country. It is possible that information / products may not be available in your country. Photos may
depict options. Subject to change without notice. Errors and omissions are reserved. The contractual agreement is expressly decisive. More detailed
information on engine power can be found in the operator's manual; the stated power may vary due to specific operating conditions.
Subject to alterations and errors excepted. Applicable also to illustrations.
Copyright © 2016 Weidemann GmbH.


