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RAGGIO
DI STERZO

steering radius
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2.550 kg
(5.500 lbs)

2190 x 950 x 1800 mm
(86 x 37 x 71 inches)

2.300 kg
(5.070 lbs)

2.050 mm

(81 inches)
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 GRU SEMOVENTE mobile crane
 MAx cApAciTy 2,5 T.

FULL DiGiTAL

FULL Ac 48 VFULL DiGiTAL

FULL Ac 48 VFULL DiGiTAL

FULL Ac 48 V



GRU SEMOVENTE
pORTATA MASSiMA 2,5t
TRAZiONE Motore elettrico Ac 3kW-48V 
reversibile, comandato da inverter.
Freno a disco con comando elettromagnetico 
e dispositivo ad uomo morto.
Riduttore ruota ad ingranaggi in bagno d’olio.

BATTERiA Di trazione, a piastre corazzate, 
48V-200Ah. Indicatore luminoso per lo stato di 
carica.

GUiDA A mezzo timone girevole per 180°, 
sistema di sterzatura elettronico e motore di 
sterzo AC 500W-48V per un comando senza sforzo 
da parte dell’operatore. Dispositivo di sicurezza in 
retromarcia.

TELAiO In lamiera di acciaio di qualità stampata 
e saldata con contrappesatura interna e contrap-
peso posteriore asportabile per manutenzione o 
sollevamento.

RUOTE Posteriore nr. 1 cushion 305x140.
Anteriori nr.2 superelastiche 18x7R8.

BRAcciO In lamiera di acciaio di qualità stampata 
e saldata, a due elementi con sfilamento idraulico 
sequenziale tramite sistema a doppio cilindro 
interno, scorrimento su pattini in nylon. Pattini di 
guida laterali registrabili per recupero del gioco.

iMpiANTO OLEODiNAMicO Elettropompa Ac kW4-48V. 
Distributore load-sensing con comando elettronico a 
regolazione proporzionale della velocità, filtro, valvole 
di sicurezza sui movimenti di sollevamento, sviluppo 
braccio e argano ove presente.
Pressione massima di esercizio 190 Bar.

pESO TOTALE Kg. 2.300

VerSione leGGera SU ricHieSTa
OpTiONALS L.M.I. (Indicatore e Limitatore del Momento 
e del carico a norme CE), radio comando, argano idrauli-
co standard o maggiorato a 68 m di fune, elettropompa 
maggiorata AC 5kW-48V con doppia velocità argano, 
pianale di carico, batteria, raddrizzatore automatico di 
corrente, ruote antitraccia.

mobile crane
maX caPaciTY 2,5t

ProPUlSion ac 3kW-48V electric motor, inverter dri-
ven with reversible motion. Disk brake on drive wheel 

electrically operated. Equipped with dead-man’s 
controller handle. Reduction between motor and 
wheel by gears in oil bath.

baTTerY 48V-200ah, battery charge indicator on 
dashboard.

STeerinG By steering rudder. Allowing 180° steering. 
Control with electronic steering system and AC 500W-
48V steering motor allowing easy and light control by 
the operator. Built-in safety device for reverse gear.

crane Frame Made from preformed and welded qua-
lity steel plate, with built-in counterweight and rear 
removable counterweight for maintenance or lifting.

WHeelS Rear 1 cushion 305x140.
Front 2 solid tires 18x7R8.

boom Made from preformed and  welded quali-
ty steel plate. Two telescoping sections with se-
quen-tial hydraulic system through double inner 
cylinder and nylon wear pads. Side adjustable 
guide pads for clearance reduction.

HYDraUlic SYSTem Enclosed circuit powered by 
a ac 4kW-48V motor driven pump.
load sensing distributor with electronic pro-
portional speed control, oil filter, safety valves 
on lifting, telescoping and winch movements 
(when present).
Maximum hydraulic pressure 190 Bar.

ToTal macHine WeiGHT 2.300 Kg.

liGHT VerSion aVailable on reQUeST
oPTional eXTraS L.M.I. (Electronic Load Mo-
ment Indicator), remote control, hydraulic winch 
standard or special with 68m rope, heavy duty 
electro pump AC 5kW-48V with double speed 
winch, carry deck, battery, battery charger and 
non-marking tires.
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