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SR  1046X SR  1066
Weight

Engine

Transmission

Wheels

Working Hydraulics

Electrical System

Crane

Harvesting Head

Measuring Device

Brakes

Cab

With the necessary equipment 

SisuDiesel
- output
- fuel tank

Type  
Turning Radius 

Front and Rear 

Working Hydraulics Pump 
Hydraulic Oil Tank

Voltage
Battery
Charging Generators

Reach
Lifting Moment, Gross 
Turning Moment

For example

Max. Delimbing Diameter

Properties

Windows

8, 000 – 9, 500 kg

44 DT, 4 cylinders
73.5 kW / 2, 200 rpm
135 l

Hydrostatic
4, 500 mm 

500 / 60 - 26.5,
600 / 55 - 26.5 or
540 / 65 R 28

240 l / min / 2, 200r / min / 210 bar
115 l

12 / 24 V
180 Ah
2 • 95 A

6.1 - 7.1 m
52 kNm
16 kNm

Keto 51,
Foresteri 18 
approx. 320 mm

EPEC 4W50, Mitron Motomit

Hydr. / mech. controlled drum 
brakes / multi-disc brakes

Quiet safety cab
(FOPS, ROPS, OPS)
12 mm polycarbonate

13, 000 - 16, 000 kg

66 ETA, 6 cylinders
129 kW / 175 PS (2, 200 rpm)
330 l

Hydrostatic
4, 720 mm 

600 / 65 - 34 or
700 / 55 - 34
 

418 l / min / 2, 200r / min / 250 bar
200 l

24 V
2 • 145 Ah
2 • 100 A

9,5 - 10,5 m
154 kNm
40 kNm

Keto 51 - 150,
Foresteri 20 - 25 
n. 450 mm

EPEC 4W50, Mitron Motomit

Hydr. / mech.contolled disc - /
multi - disc brakes

Quiet safety cab
(FOPS, ROPS, OPS)
12 mm polycarbonate

Accessories and 
Optional Extras

Technical Specifications

Automatic stabilizer system for the cab**
Automatic side stabilizer of the seat
Automatic side stabilizer of the crane*
 Fire extinguishing system
 Water fill for tires
 Extra weights for wheels*
 Friction chains
 Control measurement gauge
 Colour marking device
 Stump handling equipment
 Solar curtains
Air suspension seat
 Fuel storage tank
	
*   SR 1046X
** SR 1066


