ARTICULATED TRUCK MOUNTED PLATFORMS ’
ﬂ*\?

WORK BECOMES EASY

SPECIFICATION
ZED 17

TECHNICAL DATA

- Double pantograph + telescopic arm with single extension

« Sigma boom movement enabled by connecting rods

» 360° continuous turret rotation on bearing turntable

+ Turret rotation safety device

« Individual, proportional and electrohydraulic controls in basket
« Engine start and stop controls from basket

« Anti-slip aluminium flatbed decking

« Basket base in composite material with aluminium guardrails
» Automatic hydraulically actioned basket levelling

- 65° Right + 65° Left hydraulic basket rotation

- N° 4 hydraulic outriggers with ground pressure sensors

« Hydraulic system operated by vehicle’s PTO

« Buzzer indicating PTO engaged

« Hour meter

« 230V ACECelectrical socket in the basket

« Standard boom colours blue (RAL 5017) or white (RAL 9010)

« CE certified

PERFORMANCE

Working height 17,2m
Platform height 152m
Working outreach 7.7m
(apacity 200 kg
Basket dim. 1400x700x1100 mm
GYW minimum 35t

Zed 17 L version available with long cab as optional
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DIMENSIONS WORKING ENVELOPE
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Ant. Min. 2562 Front Min. 1
Ant. Max 2728 Front Max
Post. Min. 2620 Rear Min 0
Post. Max 2810 Rear Max 3 2 3 4 5 6 7 8 9 10 N
KEY POINTS Clean top boom,
internal mounted [ Individual, proportional, electrohydraulic controls ]
services
S b frori Basket made of composite material, isolated
Igma 5oom oitering up to 5000 V (without 230 V socket)
ZERO TAILSWING No external
hoses from basket

200 kg basket capacity

throughout entire working area

360° continuous turret
rotation on bearing turntable

[ 65° Right + 65° Left hydraulic basket rotation ]
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