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Technical data

Technical data:
D9 linkage mounted seed drill - AD Pack Top seed drill

D9 D9 2] D9 1):] D9 D9 D9 AD AD AD AD AD
2500 3000 3000 3500 4000 60 9000-2T | 12000-2T | 2500 3000 3000 3500 4000

Special Special Super Super Super Super Super Super Special Special Super Super Super
Working width (m) 2.50 3.00 3.00 3.50 4.00 6.00 9.00 12.00 250 3.00 3.00 350 400
Number of rows 1521 18/25 18125 21729 24/33 48/60 = = 16/20 18/24 18/24 21/28 24132
WS suffalk coulter
Row spacing 12.0/16.6 | 12.0/16.6 | 12.0/¢16.6 | 12.0/16.6 | 12.0/16.6 | 10.0/12.5 - - 12.5M16.6 | 12.5/16.6 | 12.5/16.6 | 12.5/16.6 | 12.5/16.6
WS suffolk coulter
Number of rows 15/17/21 | 18/21/26 | 18/21/26 | 21/25/29 | 24/20/33 48 54/63/75 | 72/87/99 | 15720 18724 18/24 21/28 24/32
RoTeC Control coulter
Row spacing 12.0M14.7/ [ 12.014.3/ [ 12.014.3/ [ 12.014.0/ [ 12.0113.8/ 120 12.0/14.3/|12.0/13.8/| 12.5/16.6 | 12.5/16.6 | 12.5/16.6 | 12.5/16.6 | 12.5/16.6
RoTeC Control coulter 166 16.6 166 166 166 166 166
Seed box capacity 360 450 600 720 830 1200 1800 2490 360 450 600 720 830
with no extension (i)
Seed box capacity - 850 1000 1200 1380 1720 3000 4140 . 850 1000 1200 1380
with an extension (1) 2000
Weight 630 690 780 918 1070 1540 £ = 632 668 668 905 1047
WS suffalk coulter’ (kg)
Weight 710 760 850 1010 1180 1700 5950 7060 675 747 747 997 1153
RoTeC coulter' (kg)

"Weight of the basic machine with mechanical coulter pressure adjustment, Exact following harrow, frack markers and framline system

lllustrations, content and technical data are not binding! The illustrations may deviate from what is required for local road traffic regulations. For the necessary road
traffic equipment please refer to the operator's manual.

Safety in
all situations

Road transport

For AMAZONE seed drills a purpose built, factory fitted
traffic lighting kit is available which fulfils the demands
of both road traffic and transport safety. Here seen with
side marker boards, required for France.

Generate profit with AMAZONE seed drills

AD-P Special pneumatic AD-P Super pneumatic  Front tank Avant Cirrus large area seed Citan large area seed Primera pneumatic
seed drills seed drills pneumatic mulch drills drills direct seed dril
sowing combinations
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