
 

    

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 
 
 
 

Weights without top plate  
* Cycle time without material at 400 Liters / Minute with / without speed valve 
** Option speed valve not available for BB1200 
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Cycle 
time 

Total* 

   

 Kg mm mm mm t t t mm mm mm bar l / min sec  bar   l /min  t  

BB1200 1180 2050 600 470 213 76 56 360 200 40 380 200 4**  140   14/20  13/19  

BB1900 1920 2250 700 530 222 90 67 510 280 50 380 250 3 .2 /4 .8  140   18/28  18/27  

BB2500 2580 2450 850 625 265 115 86 560 306 60 380 350 3 .3 /4 .8  140   28/40  26/37  

BB3300 3280 2675 900 810 430 155 116 690 400 60 380 400 3 .8 /5 .6  140   28/40  35/55  

BB1200  BB1900  BB2500  BB3300 
 

Concrete Pulverizer 
Primary demolition and recycling tool for pulverizing concrete 
  

        

1) Bolt on top plate for adaptation. 

2) Continuous 360 ° hydraulic rotation 
with 2 motors. 

3) Reversed twin cylinders, fully 
protected. 

4) Body out of high tensile steel, anti-
abrasive. 

5) Jaws with rebar cutting blades. 

6) Dedicated tool with fixed jaws, 
based on our combi shears. 
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