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COMPACT

EXCEPTIONAL
COMFORT.

New improved design for the seat.
Adjustable arm and headrests,
shock absorbers and adjustable
lumbar support.

You've never tried anything

so comfortable.

May be installed as an optional.

A MORE

ERGONOMIC JOYSTICK
FOR MORE
PRODUCTIVE WORKING.

Designed by Montini and
available as an optional,
the joystick:
e boasts top ergonomic shape
(the comfortable armrest can be
adjusted and blocked in any
position very easily);
e reduces efforts;
e reduces occupational diseases due to
incorrect postures and muscular tensions;
e ensures operator’s maximum efficiency

thanks to its top standard of comfort.
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ERGONOMIC DESIGN
TO IMPROVE WORK PERFORMANCE.

The operator seat and cab are carefully designed
to provide maximum adaptability and ease of work
or the operator. Instruments include a

Montini Check Control Memory which transmits
all information regarding the status of the truck.

Working lights and radio may be installed on the

truck as optionals.

BINGO @

COMPACT

COMPACT AND
MANOEUVRABLE.

GREAT LIFTING FOR
LARGE LOADS.

MONTINI

ELECTRIC FORKLIFT TRUCKS

ITALY - 48010 Cotignola RA
Via G. Bentini, 7/9

Tel. + 39. 0545. 991051

Fax +39. 0545. 42127
www.montini-carrellielevatori.it
info@montini-carrellielevatori.it

Local concessionaire
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Incredible
lifting

for huge
loads.
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COMPACT

The ultimate
compact.

MONTINIE

ELECTRIC FORKLIFT TRUCKS
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CHARACTERISTICS

WEIGHTS

EQUIPMENT

BASIC DIMENSIONS

PERFORMANCES DATA

ELECTRIC MOTOR

MISCELLANEA

COMPACT

1,1 Manufacturer MONTINI MONTINI

1,2 Model BINGO 250 COMPACT BINGO 250 COMPACT.P

1,3 Power unit: electric, diesel, petrol, L.P.Gas, electric mains electric electric

1,4 Drive type: hand-control, pedestrian, stand-on, sit-on, commissioner sit-on sit-on

1,5 Capacity/Load 25 25 Q1)

1,6 Load centre 500 500 ¢ (mm)
1,8 Load distance 435 455 x (mm)
1,9 Wheelbase 1420 1420 y (mm)
2,1 Weight 4600 5100 Kg

2,2 Load on front/rear axle: with load 6345/ 755 6830/770 Kg

2,3 Load on front/rear axle: without load 2200/ 2400 2650/ 2450 Kg

3,1 Tyre type: cushion (C), superelastic (SE), pneumatic (PN) C/SE C

3,2 Front tyre size 21x8-9 533x203-381 mm

3,3 Rear tyre size 16x6-8 394x153-254 mm

3,5 Number of front/rear wheels (x=driven) 2x/2 2x/2

3,6 Front track width 948 910 b10(mm) (1)
3,7 Rear track width 854 854 b11 (mm)
4,1 Maximum tilt of mast/ fork carriage forward/backward (a-3) 35/6 3/6.5 Gradi

4,2 Overall height with nested mast 2307 2630 h1 (mm)
4,3 Free lift - - h5 (mm)
4,4 Lift height 3405 6000 h3 (mm)
4,5 Overall height with extended mast 4012 6597 h4 (mm)
4,7 Overhead guard height 2265 2265 h6 (mm)
4,8 Seat height 1170 1170 h7 (mm)
4,12 Tow hitch height 600 600 h10 (mm)
4,19 Overall length 3120 3140 Z 1 (mm)
4,20 Length including thickness of vertical component of forks 2120 2140 ¢ 2 (mm)
4,21 Overall width 1180/1100 1110/1100 b1/b2 (mm) @
4,22 Forks size 40/130/1000 40/130/1000 s/e/l (mm)
4,23 Fork carriage (ISO 2330, class/type, A, B) ISO 2A ISO 2A

4,24 Minimum fork carriage width 910 910 b3 (mm) @
4,31 Ground clearance below mast (laden) 95 95 m1 (mm)
4,32 Ground clearance at centre wheelbase (laden) 110 110 m2 (mm)
4,33 Aisle width for stacking pallets 1000x1200 (¢6xb12), stacking side 1200 3440 3459 Ast (mm)
4,34 Aisle width for stacking pallets 800x1200 (b12¢x¢6), stacking side 800 3568 3588 Ast (mm)
4,35 Turning radius 1685 1685 Wa (mm)
4,36 Distance from turning centre and truck centre axis 0 0 b13 (mm)
51 Travel speed laden/unladen 16 15 Km/h

5,2 Lifting speed laden/unladen 0.40/0.46 0.38/0.45 m/s

5,3 Lowering speed laden/unladen 0.58/0.56 0.57/0.38 m/s

5,5 Tractive effort laden/unladen - 60’ 7210/7570 7210/7570 N

56 Max. tractive effort laden/unladen - 5 10750/ 11620 10750/ 11620 N

5,7 Gradeability laden/unladen - 60’ 10/16 10/16 %

5,8 Max. gradeability laden/unladen - 5 14/23.5 14/23.5 %

59 Acceleration time laden/unladen 5.2/5 5.2/5 s

5,10 Service brake hydraulic/ electric hydraulic/ electric

6,1 Rated traction motor power, S2 60’ service 2x 6.1 2x 6.1 Kw

6,2 Rated lift motor power, S3 15 % service 16.2 16.2 Kw

6,3 Battery DIN 43531/35/36 A, B, C - -

6,4 Rated voltage/capacity 5h 80/500-625 80/500-625 V/IAh

6,5 Minimum/maximum battery weight 1330/ 1470 1330/ 1470 Kg

6,6 Power consumption according to VDI cycle - - KWh/h
8,1 Type of electronic control INVERTER INVERTER

8,2 Auvailable working pressure for attachments 150 150 bar

8,3 Oil flow for attachments - - I/min

8,4 Sound pressure at operator ear <75db (A) <75db (A) db (A)

8,5

Hitch model/type

(DLarger track 1057. -(2)With larger track 1260/1100. -(3) With load support grid 940.

All products manufactured by Montini comply with Machine Directive 98/37/EC and Directive 89/336/EEC.
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LOAD CAPACITY DIAGRAM BINGO 250 COMPACT.P
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HIGHLY ADAPTABLE
OPERATOR POSITION.

Steering wheel adjustable

in height and inclination.

HIGHLY COMPACT.
IDEAL FOR WORKING IN SVMIALL AREAS.

Ideal for operating in narrow stacking corridors

and cold-storage rooms.

MONTINI SUPER STEERING.

Rear steering axle up to 101°
standard on all models.

Bingo 250 Compact,

a four-wheel truck that manoeuvres
in small spaces thanks to its
advanced steering system.

EQUIPPED WITH PROTECTION GRILL
AGAINST ACCIDENTALLY
FALLING LOADS.




