
Relying on their long experience, 
McCormick engineers developed the 
new XtraSpeed transmission, which is 
available with a choice of mechanical 
(STD version) or electronic (E-PLUS 
version) range shifting. 
The XtraSpeed transmission provides 
32 speeds and four synchromesh 
ranges with hydraulic reverse power 
shuttle. 

The electrohydraulically-engaged PTO 
provides two speeds of 540/1000 
rpm, while the electronic power lift 
ensures a maximum lift capacity of 
7200 Kg. Optionally, the tractor may 
be equipped with a front power lift 
providing a lift capacity of 3500 Kg.

The front axle, either rigid or with 
electronically-controlled suspensions, 
offers a steering angle of 55° for 
improved manoeuvrability.  

The closed-centre hydraulics feature 
a variable-displacement pump with 
a flow rate of 110 l/min and five 
hydraulic valves.

The cab - the same as fitted to the 
TTX series - is a four-post design 
with large, rear-hinged doors for all-
round visibility. The air-conditioning, 
the pneumatic seat with multi-
function armrest, the accurate 
automotive-style interiors and the 
optional hydraulic suspension system 
maximise the comfort of the cab.  



xtx 145 (t3) 
xtRASPEED

xtx 165 (t3) 
xtRASPEED

xtx 185 (t3) 
xtRASPEED

EnginE
tier 3 BETaPOwER BETaPOwER BETaPOwER
electronic HigH Pressure common rail   
max. engine Power (iso HP/kw 145 / 106 162 / 119 171 / 126
engine Power witH Power management (iso)  HP/kw 156 / 115 171 / 126 183 /  135
max. torque (witH Power management)    nm 632 (705) 730 (747) 748 (763)
torque backuP (witH Power management)  40% (45%) 45% (40%) 40% (36%)
disPlacement (cm3) /cylinders/valves 6.728 / 6 / 24 6.728 / 6 / 24 6.728 / 6 / 24
fuel tank caPacity    litres 300 300 300

ClutCh
multi-disc wet clutcH   

transmission
xtrasPeed+ rev. sHuttle: 32fwd+24rev (8 PowersHift sPeeds) (STD VERSION)    
xtrasPeed + creePer + rev. sHuttle: 48fwd+40rev (STD VERSION)  ¡ ¡ ¡
autoroading + rev. sHuttle: 32v + 24r (8 PowersHift sPeeds) (E-PLUS VERSION)   
electronic range sHift (E-PLUS VERSION)             ¡ ¡ ¡
reverse Power sHuttle: reverse sHuttle under load   
electroHydraulic Park lock (STD / E-PLUS) ¡ /  ¡ /  ¡ / 

PowEr takE-off
wet multi-disc Pto    
electroHydraulic control    
2 sPeeds: 540/1000 rPm    

front 4wD axlE
rigid tyPe   
witH electronically-controlled Hydraulic susPensions ¡ ¡ ¡
max. steering angle 55° 55° 55°
turning radius  mm 4.900 4.900 4.900

BrakEs
annular Piston wet rear brakes - 6 discs    
automatic 4 wd engagement on braking    
“braking booster system“ servo brake    

hyDrauliCs
closed-centre circuit   
Hydraulic flow  ltr/min 110 110 110
mecHanically / electroHydraulically-oPerated auxiliary valves (STD VERSION) std/oPt 3 / 1 3 / 1 3 / 1
electroHydraulically oPerated auxiliary valves (E-PLUS VERSION) std 4 4 4

PowEr lift with “Can Bus lift Control”
electronically oPerated    
functions: Position control, intermix, float Position, sHock absorber    
max. lift caPacity   kg 7.200 7.200 7.200

CaB anD Driving sEat
cab witH electronically-controlled Hydraulic susPension ¡ ¡ ¡
air-conditioning   
Pneumatic susPension seat   

DimEnsions anD wEights
std rear tyres 520/85R38 520/85R38 520/85R38
a - HeigHt over cab  mm 2.900 2.900 2.900
b - wHeelbase  mm 2.752 2.752 2.752
c - max. lengtH (witH ballast weigHts)  mm 5.209 5.209 5.209
d - ground clearance  mm 505 505 505
e - min. widtH  mm 2.400 2.400 2.400
total weigHt (witHout ballast weigHts)  kg 6.500 6.500 6.500

key:   standard   ¡ option   — not available

McCormick original lubricants
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mcCormick is a trademark of argo tractors s.p.a.
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XTX
xtraspeed
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145–165–185 (T3)



new xtx(t3), superior performance

     in the field and on the road.

Developed from the TTX series, the XTX (T3) series is a 
new range of high-performance tractors that deliver less 
power than their bigger brothers and have a wheelbase 
of 2752 mm. The range includes three models - XTX 145, 
165 and 185 –both equipped with 6.7L BETA-POWER TIER 
3 engines.



A

b

c D

ENGINE
The new BETa-POwER 6-cylinder 
turbocharged engines mounted on the 
two XTX models feature 24 valves and a 
cylinder displacement of 6728 cm3. The 
three models are equipped with high-
pressure electronic COMMON-RAIL fuel 
injection system and deliver respectively 
145, 162 and 171 HP (ISO). 
The engine electronics ensure optimum 
and clean combustion for improved fuel 
efficiency and reduced emissions in line 
with TIER 3 regulations and provide a 
torque backup of approximately 40%.
Combined with the engine electronics, 
the Power Management system  allows 
an automatic increase of both the power 
and torque available at the PTO.
The fully-tilting hood provides easy 
access to the engine for routine service 
and maintenance (fig. A).

FRONt AxLE 
The electronically-controlled suspended 
axle ensures high speeds on rough 
terrains and improves traction and 
manoeuvrability for enhanced comfort, 
safety and productivity, while keeping 
ground clearance unaltered (fig. B).

tRANSMISSION                  
The ‘XTRASPEED’ electronic 
transmission provides 32 speeds  in 4 
ranges and 8 powershifts under load in 
each range with reverse power shuttle 
and offers a choice of mechanical (STD 
version) or electronic (E-PLUS version)  
range shifting. 
The electronic version (E-PLUS) is 
controlled via joystick which allows all 
ranges and electronic powershift speeds 
to be engaged by simply pushing a 
button (fig. C).
The electronic system also features a 
“SKIP SHIFT” function allowing ‘smart’ 
shifting through all four ranges and 
a device named AUTOROADING for 
automatic gear shifting during transport 
operations. The AUTOROADING selects 
the right gear according to the engine 
load and rpm, allowing simple and 
smooth driving for maximised comfort 
and productivity and minimised 
consumption.
The transmission is also equipped with 
a hydraulic  REVERSE POWER SHUTTLE  
(fig. D) which provides a total of 32 
forward and 24 reverse speeds. 
a creeper unit (available in the techno 
version) can also be fitted as an option 
to achieve  48 forward and 40 reverse 
speeds.
          





mcCormick xtx (t3):
 emotions in  the field.
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hYDRAULIcS
The closed-centre hydraulic system 
with variable displacement pump 
provides a flowrate of 110 l/min and 
ensures optimum operation of the 
four rear hydraulic valves available 
(fig. E). On the E-PLUS version, the 
four auxiliary valves are operated by 
the buttons (1) located on the multi-
function armrest (fig. F). The multi-
function armrest also houses the flow 
regulator and the timing control device, 
which can be regulated according to 
the task to be performed.

ELEctRONIc POWER LIFt  
with the main control (S) conveniently 
located in ergonomic position on the 
multi-function armrest (fig. F) and 
all main functions and regulations 
integrated into the right console (fig. 
G), the electronic power lift fitted 
on  the E-Plus version allows for easy 
operation and fingertip control of the 
implements.
The Cat. 3 three-point linkage provides 
a lift capacity of 7200 kg.  

POWER tAKE-OFF
The wet disc clutch, hydraulically 
operated via a pushbutton (P) (fig.E), 
enables smooth and progressive 
engagement of the PTO.
The POWER  MANAGEMENT system, 
which utilises the engine electronics, 
enables the power and torque available 
at the PTO to be automatically 
increased under load by approximately 
10 HP, resulting in enhanced 
performance and productivity.

cAb
The four-post cab with large, rear-
hinged  doors provides total all-round 
visibility and allows the operator to 
enter and exit with ease. It comes 
as standard with an air-conditioning 
system fitted on the roof, an adjustable  
steering wheel and a pneumatic seat 
with multi-function armrest on the 
E-Plus version. 
The accurate automotive-style interiors 
and excellent sound-proofing make 
driving a pleasure.
The cab can be supplied with 
electronically-controlled hydraulic 
suspension  as an option, which, 
combined with the front suspended 
axle supplied as standard, provides 
maximum driving comfort (fig. H).


