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GEITH  
CONCRETE CRUSHER

 Select from 7 models to best suit your excavator from 6 to 82t

 Ideal for safe and controlled demolition of roads, bridges, 
foundations…

 Utilizes the excavator’s hydraulic forces to crush concrete and 
cut rebar

 No additional hydraulics required

 Made of high strength, abrasion resistant steel

 Wear resistant alloy pivot bearings

 Fitted with replaceable shear blades for cutting rebar

 Available with pin-on replaceable jaws as standard

 Heavy torque tubes of 70,000 PSI minimum yield steel included

Applications:

Features & Benefits:

Excavator 
Weight
(Tons)

Model Weight 
(kg)

Approx
Opening

(mm)

Max Conc.
Thickness

(mm)

Max Conc.
Thickness

(mm)

Lower Jaw 
Width
(mm)

6 - 11 GT20* 375 584 330 406 330

11 - 18 GT30* 679 711 356 533 381

18 - 23 GT40-RJ 1022 762 610 635 406

23 - 30 GT60-RJ 1116 914 762 686 406

30 - 36 GT80-RJ 1696 1,067 914 737 533

36 - 52 GT100-RJ 2210 ,219 1,067 889 762

50 - 82 GT120* 3487 1,372 1,219 1,016 1,041

Technical Specifications: Contact Us:

 Pilars 

 Rebar

 Bridges

  Foundations

 Road

 Beds

(*) Not available with replacement jaws
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