
Backet capacity
Struc k

Heaped

I SAE heaPed
-ùD

Flywheel horsepower

Engine: Model

Piston disPlacement

Operating weight (aPProx.)

Hydraulic system

No. of track rollers (each side)

Track shoe width

Length of track on ground

Ground pressure

Track gauge

Bucket digging force

Arm crowd f orce

Max. drawbar pull

Overall dimensions (at transport)
height

length

width

Min. turing radius

Max. trafel speed

PC10-1

0.04 - O.OB m3
(0.05 - 0.10 cu.yd)

KOMATSU 2D94-2

1.41 ltr (89.7 cu.in)

1990 kg (4,390 lb )

2-gear pu m ps

3

25O mm (9.8")

1325 mm (4'4"1

O.27 ks/cm 2 ( PSI 124.5 k Pa )

1080 mm (3'7"1

1560 kg (g ,44O tbl15.3 kN )

2285 mm (7'6")

3800 mm (12'6")

'1 380 m m (4'6" 
1

1195 mm (3'11")

1.8 kmlh (1.1 MPH)

PC20-1

O.O4 - 0.08 m3
(0.05 - 0.10 cu.Yd)

20 t1P (15 kW 12200 RPM

KOMATSU 2D94-2

1.47 ltr (89.7 cu.in)

2550 kg (S,620 I b )

2-gear pu m ps

4

300 mm (1 1 .8" )

1535 mm (5')

O.25 kg/cm' (3.56 PSll24.5 kPa)

111O mm (3'10")

i 700 kg (9,750 lb )

2285 mm (7'6"1

427O mm f 4'l

147O mm (4'i 0")

2245 mm (7'4" 
7

1 .7 km/h (1 .1 MPH )

PC40-1

0.04 - 0.1'l m3
(0.05 - 0.14 cu.yd)

O.O5 - 0. 12 m3
(0.04 - 0.16 cu.Yd)

0.06 - 0. 14 nt3
(0.08 - 0.18 cu.yd)

35 HP (26 kW)12250 RPM

KOMATSU 3D94-24

2.21 ltr ('l 35 cu.in)

4335 kg (9,560 lb)

2-pump with power sensor

5

400 mm (15.7"7

17'l 0 mm (5'7"\

O.2B ks/cm' (+.O PSI 127.5 k Pa )

1350 mm (4'5")

2t20 kg (0,000 lb/26.6 k N )

17BO kg (g ,295 tbl1l.4 kN)

29OO kg (0,390 lb)

2395 mm ( 7'1O"\

5255 mm (17'3"7

'l 750 mm ( 5'9 ";

i.5 m (4'11"1

2.2 kmlh (1 .4 MPH )

$
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Bucket capacity

Struc k

H eaped

SAE heaped

F lywheel horsepower

Engine: Model

Piston displacement

Operating weight (approx. )

Hydraulic system

No. of track rollers (each side)

Track shoe width

Length of track on ground

G rou nd pressu re

Track gauge

Bucket digging f orce

Arm crowd force

Max. drawbar pull

Overall dimensions (at transport)
height

length

width

Min. turning radius

Max. travel speed

PC60-1

0.07 - 0.25 m3
(0.09 - 0.33 cu .yd )

0.08 - 0.30 m3
(0.10 - 0.39 cu.yd)

0.09 - 0.34 m3
Q.12 - O.44 cu.yd)

50 HP (37 kW)12400 RPM

KOMATSU 4D94-2

2.94 ltr (179 cu.in)

6200 kg ( t 3,670 lb )

2-pump with power sensor

5

4BO mm (18.9")

1900 mm (6'3")

0.30 kg/cm' (+.zl PS I /29 4 k Pa )

1600 mm (5'3")

3620 ks (z ,980 I b/354 k N )

3090 kg (0,Bi0lb/302 kN)

3600 kg (2,940 lb )

2455 mm (B'1")

5780 mm (19')

2195 mm (7'2"1

2.9 kmlh (1.8 MPH)

PC60L-1

0.07 -O25m3
(0.09 - 0.33 cu.yd)

0.08 - 0.30 m3
(O.tO - 0.39 cu.yd)

0.09 - 0.34 m3
(O.12 - O.44 cu.yd)

50 H P l3t kw) 12400 R PM

KOMATSU 4D94-2

2.94 ltr (179 cu.in)

6700 kg (i 4,77O lb)

2-pump system with power
sensor

6

610 mm (24.O")

2240 mm (7'4" 
)

O.22 ks/cm' (3.13 PS I 121 .6 k Pa )

1700 mm (5'7")

3620 kg (2,980 lb/354 k N )

3090 kg (0,8101b/302 kN)

5500 kg (t 2,125 lb)

2485 mm (B'2"1

5775 rnm (18''l i ")

2310 mm (7'7")

2.O km/h (1 .2 MPH )

PC 100-1

O.12 - 0.43 m3
(0.16 - 0.56 cu.yd)

0.16 - 0 50 m3
0.21 - 0.65 cu.yd)

O.1l - 0.56 m3
0.22 - O.z3 cu.,,rd) (N,

B1 HP (60 kW)l21OO RPM

KOMATSU S4D 105-5

4.33 ltr (264 cu.in)

1 0500 kg (29,1 50 lb)

3-pum p system

6

480 mm (18.9")

2340 mm (7'8")

O.42 ks/cm' (5.97 PSll41 2 kPal

1B2O mm (6')

5810 ks (t 2,810 lb/56 B kN)

4320 kg (9,52O tbl42 2 kN)

6050 kg (t 3,340 lb)

2675 mm (B'9")

7180 mm (23'7")

2395 m m (7' 10" 1

2.8 km lh (1 .7 MPH )
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0J2 -0.43 m3
(0.16 - 0.56 cu.yd )

0.16 - 0.50 m3
(0.21 - 0.65 cu.yd)

0.17 - 0.56 m3

-{try ï,.,! ;' T;ii,' ;;: -,,
KOMATSU S4D 105-5

4.33 ltr (264 cu. in )

127OOO kg (29 ,000 I b )

3-pu m p system

6

760 mm (29.9")

2675 mm (B'9")

0.42 kg/cm' (3 .B+ PS I /4 1 .2 kPal

1 9 70 rrrm (6 '6" )

5q 1 o_!q !l?,?10 rb/56 8 kN )

4320 kg (g ,52O lbl42.2 kN)

I 9040 ks ( 19,930 lb )

f--
2BB5 mm (9'6")

7110 mm (23'4"1

2610 mm ($'7t';

2.0 km/h (1 .2 MPH )

O.12 - O.47 m3
(0.1 6 - 0.61 cu.yd )

0.16 - 0.55 m3
@.21 - 0.72cu.yd)

O.17 - 0.61 m3
(O.22 - 0.80 cu.yd)

90 HP (67 kwl12400 RPM

KOMATSU S4D 105-5

4.33 ltr (264 cu. in )

1 1500 kg t25,350 lb)

3-pump system

7

480 mm (1 8.9" )

2570 mm (B'5")

o.42 ks/cm'(5.97 PSl141.2 kPa)

1950 mm (6'5")

6490 kg (t 4,310 lb/140 kN )

4BB0 kg (t0,760 lb/105.2 kN)

7 150 kg ( t 5,760 lb )

2675 mm (B'g"l

7470 mm (24'6"1

2460 mm (B'1"1

3.0 kg/h (1 .9 MPH )

0.39 - 0.76 m3
(0.5 1 - 0.99 cu . yd )

O.45 - 0.90 m3
(0.59 - 1.12cu.yd)

0.48 - 1.O2 m3
(0.63- 1.33cu.yd)

105 HP (78 kW)/2350 RPM

KOMATSU 6D 105

6.49 ltr (396 cu. in)

1 8500 kg (40,790 lb )

3-pump system

7

6 i 0 mm (24.O" 
1

3060 mm (10')

0.45 kg/cm' 6.qo PSt144.1 kPa)

2160 mm (7'1"1

10000 ks Q2,050 lb/97.8 kN)

9430 kg (20 ,79O tb192.2 kN)

12450 ks Q1,450 lb)

2855 mm (9.4"7 ',

9440 mm (31')

2770 mm (9'1"1

3.6 km lh (2.2.MPH)

0.61 - 0.93 m3
(0.80 - 1 .22 cu.yd )

0.70 - 1.10 m3
(O.92 - 1 .44 cu.yd )

O.7B - 1.26 m3
f .O2 - 1 .65 cu.yd )

136 HP (101 kW)12350 RPM

KOMATSU S6D 105

6.49 ltr (396 cu.in)

3-pum p system

610 mm (24.0")

3340 mm (11')

0.50 ks/cm' ll .l I PSI/49.0 kPa)

23BO mm (7'1O")

1173O kg (2S,860 tb1114.7 kN)

9340 kg (20,590 lbl91 .3 kN )

152OO kg (39,500 lb)

3040 mm (1 0')

9960 mm (32'8")

2990 mm (9'10")

(1 .9 MPH )
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Bucket capacity

Struck

Heaped

SAE heaped

Flywheel horsepower

Engine: Model

Piston displacement

Operating weight (approx.)

Hydraulic system

No. of track roliers (each side)

Track she wisth

Length of track on ground

Ground pressure

Track gauge

Bucket digging force

Arm crowd force

Max. drauber pull

Overall dimensions (at transport)
height

length

width

Min. turing radius

1.0 m3
( 1 .3 cu.yd )

1.2-1.4m3
(1.6 - 1.8 cu.yd)

1.3 - 1.6m3
(1 .7 - 0. 1 cu.yd )

180 HP (134 kW)/1850 RPM

KOMATSU CUMMINS NB55C

14.O1 ltr (855 cu. in )

28000 kg (01 ,730 lb)

4-pump system

7

610 mm (24")

Gtt

30

Max. travel speed


