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K-JC 503



The K-JC 503 is our most compact mobile jaw 
crusher, providing an ideal solution for construction 
companies and contractors who want to recycle 
their construction and demolition waste onsite. 
Equipped by tracks and radio remote control, they 
directly reutilize the crushed material, avoiding 
transport costs.

Le K-JC 503 est notre concasseur à mâchoires mobile le plus 
compact, offrant une solution idéale pour les entreprises de 
construction et les entrepreneurs qui souhaitent recycler 
leurs déchets de construction et de démolition sur place.  Ils 
réutilisent directement le matériel concassé en évitant les 
coûts de transport.

La K-JC 503 es nuestra trituradora de 
mandíbula móvil más compacta, que 
proporciona una solución ideal para 
empresas de construcción y contratistas 
que desean reciclar sus residuos de 
construcción y demolición en el sitio. 
Equipados por pistas y control remoto 
por radio, reutilizan directamente el 
material reciclado, evitando costos de 
transporte.

K-JC 503
1. CRUSHER/CONCASSEUR/MACHACADORA
2. HOPPER/TREMIE/TOLVA
3. CONVEYORS/ BANDE/ CINTA
4. POWERUNIT/MOTEUR/ACCIONAMIENTO
5. TRACKS/CHENILLES/ORUGA
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TECHNICAL DATA
SPÉCIFICATIONS PRODUIT
ESPECIFICACION TÉCNICA

JAW CRUSHER
CONCASSEURS A MACHOIRES

MACHACADORA DE MANDIBULAS

480X250mm (19”X10”)

OUTPUT POTENTIAL UP TO

PRODUCTION/RENDEMENT JUSQU’A’

PRODUCCION HASTA

30tph / 34 US tph
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HYDRAULIC ADJUST - CSS RANGE
REGLAGE HYDRAULIQUE –AJUSTE

HIDRAULICO DE MANDIBULA

20mm to 80mm (3/4” TO 3-1/4”)

POWERUNIT
MOTEUR

ACCIONAMIENTO

Stage V:  18,5kW / 25Hp Diesel Engine 
Tier 4Final: 18,5kW / 25Hp Diesel Engine
Stage 3A: 21,5kW / 28Hp Diesel Engine
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OPTIONAL
Overband magnetic – Antidust 
Bande Magnetique – Reduction de poussiere
Separator magnetico – Reducciòn de polvo

WEIGHT
POIDS
PESO
3.400kgs (7.496lbs)
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QUICK, EASY AND SAFE TRANSPORT
TRANSPORT RAPIDE, FACILE ET SÛR
TRANSPORTE RàPIDO, FACIL Y ASEGURADO
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WWW.KOMPLET.IT

WWW.KOMPLETAMERICA.COM

DEALER


