




工作装置   WORK EQUIPMENT
传动装置 TRANSMISSION

履带 TRACK液力变矩器 Torque converter

变速箱 Gearbox

三元件，单级，单相  
3-element, single-stage, single-phase

手操纵、液压换档、行星齿轮、多片离合
器式、泵压送强制润滑    Hand-operated, 
Hydraulic shift, Planetary gear, multiple disc 
clutch, forced lubrication by gear pump

中央传动 Bevel gear

转向离合器 Steering clutch

转向制动器 steering brake

湿式多片、弹簧压紧，手动液压操纵，
液压分离  Wet, Multiple disc,Spring loaded,
Hand-operatedwith booster and hydraulic-
released

湿式、带式、液压助力联动操纵  Wet, band 
brake, operated with hydraulic booster

螺旋伞齿轮、飞溅润滑   
helical bevel gear, Splash lubricated     

正齿轮二级减速飞溅润滑  Spur gear, 
double reduction, splash lubricated最终传动 Final drive

1880   

203.2  

510

37  

2430   

密封润滑式  单履齿或密封式单履齿  Sealed and 
lubricated single grouser or sealed single grouser

节距 (mm) Track pitch (mm)

宽度 (mm) 
Track width (mm)

履带接地长度 
Length of track on ground (mm)

履带中心距 (mm) 
Track gauge (mm)

履带板数 (每侧) 
Number of track shoes(each side)

型式 Type

行驶速度 TRAVEL SPEED (km/h)

1 速  1st 2 速  2nd 3 速  3rd

3.8

4.9

6.6

8.5  

10.6

13.6后退 Reverse

前进 Forward

行走装置 UNDER CARRIAGE

镶块式大链轮  Segmented

*驱动轮，支重轮，托轮和引导轮均采用浮动油封
 Floating seals are used in all sprockets, track rollers, carrier rollers and front idlers

托轮数  (每侧)  
No. of carrier roller (each side)

2

驱动轮 
Sprocket

黄油涨紧  Hydraulic-adjusted张力机构 
Track tension

支重轮数  (每侧)  
No. of track rollers (each side)

6(4单,  2双 ) 6(4 Single,  2 double)   

工作装置液压系统 HYDRAULIC SYSTEM OF WORK EQUIPMENT

工作压力 (Mpa) 
Working pressure (Mpa)

14

额定流量 (L/min) (2000r/min) 
Rated flow  (L/min) (2000r/min)

243  

油泵 Pump 齿轮泵   Gear pump

操作阀 Control valve

油缸：缸径×杆径×行程(mm)
Cylinder, Bore × Rod × Stroke (mm)

Φ110×Φ65×1026

手动滑阀 Hand-operated, sliding type

发动机  ENGINE



传动装置 TRANSMISSION

液力变矩器 Torque converter

变速箱 Gearbox

三元件，单级，单相  
3-element, single-stage, single-phase

履带 TRACK

手操纵、液压换档、行星齿轮、多片离合
器式、泵压送强制润滑    Hand-operated, 
Hydraulic shift, Planetary gear, multiple disc 
clutch, forced lubrication by gear pump

中央传动 Bevel gear

转向离合器 Steering clutch

转向制动器 steering brake

湿式多片、弹簧压紧，手动液压操纵，
液压分离  Wet, Multiple disc,Spring loaded,
Hand-operatedwith booster and hydraulic-
released

湿式、带式、液压助力联动操纵  Wet, band 
brake, operated with hydraulic booster

螺旋伞齿轮、飞溅润滑   
helical bevel gear, Splash lubricated     

正齿轮二级减速飞溅润滑  Spur gear, 
double reduction, splash lubricated最终传动 Final drive

型式 Type
密封润滑式  单履齿或密封式单履齿  Sealed and 
lubricated single grouser or sealed single grouser

节距 (mm) Track pitch (mm)

宽度 (mm) 
Track width (mm)

履带接地长度 
Length of track on ground (mm)

履带中心距 (mm) 
Track gauge (mm) 2150   

203.2  

1000  

44 

3140   

履带板数 (每侧) 
Number of track shoes(each side)

工作装置液压系统 HYDRAULIC SYSTEM OF WORK EQUIPMENT

工作压力 (Mpa) 
Working pressure (Mpa) 14

额定流量 (L/min) (2000r/min) 
Rated flow  (L/min) (2000r/min)

243

油泵 Pump 齿轮泵  Gear pump

操作阀 Control valve

油缸：缸径×杆径×行程(mm)
Cylinder, Bore × Rod × Stroke (mm)

Φ110×Φ65×1026

手动滑阀 Hand-operated, sliding type

后退 Reverse

行驶速度 TRAVEL SPEED (km/h)

前进 Forward

1 速  1st 2 速  2nd 3 速  3rd

3.8  

4.9

6.6  

8.5  

10.6

13.6

行走装置 UNDER CARRIAGE

镶块式大链轮  Segmented驱动轮 
Sprocket

*驱动轮，支重轮，托轮和引导轮均采用浮动油封
 Floating seals are used in all sprockets, track rollers, carrier rollers and front idlers

托轮数  (每侧)  
No. of carrier roller (each side)

2

黄油涨紧  Hydraulic-adjusted张力机构 
Track tension

支重轮数  (每侧)  
No. of track rollers (each side)

7(3单,  4双 )  7(3 Single,  4 double)   

发动机  ENGINE
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