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Atlas Copco Generators

Designed to perform, built to last

5 Key bene"ts

Performance -  

Accurate and stable power regardless of the conditions

 - Carefully selected components

Versatility - Ability to power a wide range of applications

Service ef"ciency - Increased up-time

Increased transport ef"ciency

 - Compact and safe concept

Superior resale value



Type QAS 14

50 Hz

3 ph 1ph

Rated speed 1500

0.8 1

kVA 13.7 10

kW 11 10

kVA 15 11

V 400 230

Rated current A 19.8 43.5

dBA 89

Fuel autonomy at full load - standard frame Hours 13.1

Hours 30.6

3.5

46

107 

Engine - KUBOTA QAS 14 QAS 20 QAS 30 QAS 40

Model D1703M-BG V2403M-BG V3300DI V3800DI-T

Rated net power at 1500rpm kW 12.8 18.8 27 38

3 4 4 4

Coolant PAR cool PAR cool PAR cool PAR cool

1.7 2.4 3.3 3.8

Alternator - Leroy Somer

Model

IP 23 / H

Built and tested to ISO 9001 quality assurance standards:



QAS 20 QAS 30 QAS 40

50 Hz 50Hz 50Hz

3 ph 1ph 3 ph 1ph 3 ph 1ph

1500 1500 1500

0.8 1 0.8 1 0.8 1

20 14 30 18 40 26

16 14 24 18 32 26

22 15.4 33 20 45 29

400 230 400 230 400 230

28.6 60.9 43.6 80.4 57.7 115.9

90 93 92

9.4 13.6 10.5

21.8 36.5 28.1

4.9 6.9 8.8

46 102 102

107 274 274

Reference conditions:

-

Dimensions (L x W x H) QAS 14 QAS 20 QAS 30 QAS 40

m 1.78 x 0.85 x 1.17 2.10 x 0.95 x 1.17

m 1.78 x 0.85 x 1.17 2.10 x 0.95 x 1.37

m 3.11 x 1.36 x 1.53 3.25 x 1.43 x 1.53 

Weight - ready-to-operate QAS 14 QAS 20 QAS 30 QAS 40

706 764 986 1048

780 838 1213 1275

1011 1069 1261 1323
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Electrical options QAS 14-20-30-40
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Cosmosª ●

Mechanical options QAS 14-20-30-40
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Spark arrestor ●

Coolant heater ●

●

●
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●

●

Standard features

enclosure

- 8 hours fuel autonomy

Qc1002™ Control module

Local/Remote start

 

Qc2002™ Control module

Local/Remote start / AMF


