THE NEW TEREX TXZ760O
'SETTING NEW STANDARDS
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TEN GOOD REASONS TO SPECIFY
NEW TEREX TX760 BACKHOE LOADER

Fully tilting hood for exceptional engine access
Combined backhoe bgom and swing locks operated from inside the cab
Selective 2/4 wheel braking for high performance in all conditions

Four wheel drive engagement using a hydraulic clutch for increased durability
Backhoe boom and bucket cylinder cushioning for operator comfort

Dual gear pumps and load sensing hydraulics for smoother operation

Dual function 7 in 1 bucket control lever for easier operation
Loader bucket cylinder cushioning for smoother operation

Single loader bucket cylinder reduces maintenance time

Large capacity long life wet disc brakes Tel: 0161-865 4400 Fax: 0161-875 5210
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LOADER DIMENSIONS

Standard 7-in-1
Shovel Shovel
N Dump Clearance at 45° mm(ft) [ 2708 (8 11”) | 2708 (8 117)
Dump Height (Fully Dumped) | mm(ft) [ 2629 (8'8”) |2629 (8’8" 1
O Loadover Height mm(ft) | 3310 (10’ 10”)| 3319 (10’ 10”)
P Hinge Pin Height mm(ft) [ 3550 (11°8") | 3550 (11’87
Q Pin Forward Reach mm(ft) [ 352 (1’2" 352 (1'2”)
R Reach At Ground mm(ft) [ 1622 (5 47) 1622 (5'47) A dlalw
S Max. Reach At Full Height mm(ft) | 1282 (4'3") | 1282 (4’ 3")
T Reach At Full Height- 45° mm(ft) [ 829 (2'9") 829 (29" =
Reach At Full Height-
Fully Dumped mm(ft) | 645 (217 645 (217 | 9
U Dig Depth mm(ft) | 156 (6”) 156 (6”) uf ---------- d ,
Rollback At Ground deg 45° 45° é
Max Dump Angle deg 57 B
V Overall Operating Height mm(ft) [ 4230 (13’ 11”)| 4580 (14’ 1”)
LOADER PERFORMANCE
Standard 7-in-1 .
Shovel Shovel !
|
Shovel Breakout kgf (Ibf) | 4756 (10485) | 4580 (10097)
Arms Breakout kof (Ibf) | 4685 (10329) | 4345 (9597) &
Lift Capacity To Full Height kg (Ib) | 3449 (7604) | 3058 (6742)

* Closed centre load sensing system. I
LOADER ATTACHMENTS * Twin gear pumps for simplicity

Standard 7-in-1 and reliability. —
* Power Boost to match digging power
Shovel Shovel and speed to application.
Width mim ({2811 (7 7) | 2311 (7 7) * Automatic or manually activated to give
Capacity m?3 (yd®)| 1.0 @:32)==10= " (1.32) more precise control as required.
Weight kg (Ib)] 397 (873) | 788 (1733) * Independent operation of stabilisers

and extending dipper (opt).
* Hydraulic oil cooler reduces
operating temperatures.
 Hydraulic tank and filter easily
accessed from ground level.

Fork Length ) 1067 (3'6")

Section Width mm (ins) 80 (3) @ 2200 rpm
Assembly Weight kg (Ib) 161 (359) Main Pump gpm (pm) | 17.7/80
Max. Operating Height mm (ft) 3097 (10’2 Secondary Pump gpm (Ipm) 13.7/62
Reach At Ground Level mm (ft) 2697 (810" System Main Relief{ psi (bar) 3550/225
Reach At Full Height mm (ft) 2232 (W/=42) Setting

S.W.L. At 500mm Load Centre kg (Ib) 1000 (2204) Unloader Settings psi (bar) 3000/207




CAPACITIES

uel Tank Itrs (gals) | 120 (26)
Engine Coolant ltrs (gals) | 16.0 (3.5)
Engine Qil (inc. Filter) | Itrs (gals) | 10.7 (2.4)
Transmission Itrs (gals) | 15.0 (3.3)
Rear Axle (4WD) Itrs (gals) | 22.5 (5.0)
Front Axle (4WD) Itrs (gals) | 12.5 (2.7)
Hydraulic System Itrs (gals) | 90.0 (19.8

* 12 volt system.

* Battery step mounted for good access.

* Low maintenance battery.

* 70 A alternator.

 Connectors sealed against water and dust.
* 33 circuit fuses.

* 25 circuit relays.
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BACKHOE DIMENSIONS :

Standard

Deep Dig Dipper
Dipper Ret Ext
ADig Depth -
Maximum SAE mm (ft)| 4471 (14’ 8”) |4471 (14’ 8") |5815 (19 17)
2ft Flat Bottom SAE |mm (ft)| 4455 (14' 7”) |4455 (14 7”) | 5804 (19’ 1”)
B Reach - Ground
Level To Slew mm (ft)| 5730 (18’ 10”)[5730 (18’ 10”)| 7020 (23’ 1”)
CLoading Reach mm ()] 1996 (6’ 7”) [1996 (6’ 7”) [2924 (9’ 7”)
D Operating Height  |mm (f)| 5659 (18 7”) |5659 (18’ 7) [ 6637 (21'9")
E Loading Height SAE |mm (ft)| 3553 (11° 8”) [3553 (11’ 8” ) | 4531 (14'10”)
Max Load Height  |mm (ft)| 3871 (12’ 8") [3871 (12’ 8”) | 4849 (15'11")
F Maximum Straight ~ [mm (ft)| 2602 (8’ 6”) |2602 (8 6”) [3991 (13’ 17)
Wall Dig Depth
GBucket Rotation - deg 194° 194° 194°
Total Side Shift mm (ft)] 1286 (4°3”) |1286 (4°3") [1286 (4’ 3")
Stabiliser Spread mm (ft)| 2115 (6’ 11”) | 2115 (6’ 11”) [ 2115 (6’ 117)
Maximum Levelling
Angle deg 8’ 8° 8’

BACKHOE PERFORMANCE

Standard Deep Dig Dipper
Dipper Ret Ext
Slew Torque Nm (Ibfft) [ 16100 (11875)|16100 (11875)|16100 (11875)
Dipper Tearout kgf (Ibf)] 3946 (8670)| 3946 (8670) 2644 (5829)
Bucket Tearout - kgf (Ibf)] 5219 (11506)] 5219(11506)| 5219 (11506)
Hydraulic Lift Capacity] kg (Ib)| 1384 (3051)| 1148 (2531)] 812 (1790)
(Including Bucket)
BACKHOE ATTACHMENTS

Attachments Capacity Weight
Trench Bkts 12in  (305mm)| 2.94ft (83ltrs) [ 207Ib  (94kg)
18in  (450mm)| 4.37ft (124ltrs) | 247Ib  (112kg)
24in  (600mm)| 6.51ft: (184ltrs) | 295lb  (134kg)
24in  (600mm)| 8.22ftt (233ltrs) | 295lb  (143kg)
30in  (750mm)| 8.74ft (248ltrs) | 342Ib  (155kg)
36in_ (900mm)| 11.03ft (312ltrs) | 390Ib (1177kg)
Ditch cleaning 60in (1525mm)|[ 8.0ft  (220itrs) | 320lb (145kg)
72in (1830mm)| 10.0ftt (300ltrs) | 388lb (176kg)
Sq hole bucket 36in  (900mm)| 4.41ftt (125ltrs) | 353Ib (160kg)

TOTAL MACHINE WEIGHT
Total Machine Weight Ib (kg) 15974 (7261)

Add/Delete
7 in 1 Multi - Purpose

Deep Dig Dipper
ROPS Frame

7 in 1 Multi - Purpose Fork Kit

Ib (kg)
Ib (kg)
Ib (kg)
Ib (kg)
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» High torque back-up for lugging ability.

* Low operating speed gives a long life.

» Self priming fuel injection system.

« FASTRAM combustion system ensures quick starting,
fuel economy and minimises exhaust emissions.

611" (2098) 70" (2130) 43" (1291)

Engine Model 1004-40T

Capacity in3 244
(Itr) (3.9)

Rated Speed rpm 2200

Gross Power @ 2200 rpm

ISO/TR 14396 hp(kw) 86 (64)

BS AU 141 (a) -

Net Power @ 2200 rpm
SAE J1349 hp(kw) 7/ (57-5)

BS AU 141 (a) hp(kw) -

Net Torque @ 1400 rpm

ISO/TR 14396 Ibfft(Nm) 249 (337)

BS AU 141 (a) Ibfft(Nm) -

SAE J1349 Ibfft 254
(Nm) (345)

Over Tyres Over Bucket
Without Brakes | m (ft) | 8.4 (27'7") 11.1 (36'5")
With Brakes 7.2 (23'8") 10.0 (32'10")

Depending on tyre size

24'1" (7338) as shown
20'5" (6218) stowed ~

* Fully synchronised 4 speed soft shit.

« Single stage torque converter with 2.87:1 stall ratio.

« High transport speed reduces highway journey times.

 Modulated forward and reverse clutch packs enable
smooth direction changes.

« Front console switch allows effortless engagement
of 4WD on the move.

Tyres Front: 12.5x18 10 ply
Rear: 16.9x28 10 ply

Travel Speeds:

1st Km/h (mph) 5.3 (3.3)

2nd Km/h (mph) 8.6 (5.4)

3rd Km/h (mph) 19.6 (12.2)

4th Km/h (mph) 39.4 (24.6)

AXLES AND BRAKES
« Outboard planetary final drives for easier servicing.

« Foot operated mechanically actuated differential lock.

* 16° total front axle oscillation.

* High capacity long life sealed wet disc brakes.

« Self-equalizing ensures straight line braking.

* 3 position 2WD/4WD switch selects 2 or 4 wheel braking.

Axle Ratings Static SAE J43
Front kg (Ibs) 12863 (28300) | 7986 (17570)
Rear kg (Ibs) 14772 (32498) | 6888 (15153)

TEREX
Barton Dock Road, Stretford

Manchester, M32 OYH, England
Tel: +44 (0)161 865 4400
Fax: +44 (0)161 875 5210

Terex reserve the right to change specifications
without notice. Illustrations shown and described
may include optional equipment, accessories or

product specifications which may vary from country,

gent for details.




